
 

Material:         White Polyester 
Adhesive:  Heat Seal Adhesive 
Description:    Smooth • Supple   
  Permanent in Water Wash & Dry Clean.  
  Designed for printing with Thermal Ink Ribbon or UV Printing. 
  The gap design is ideal with printers utilizing a sensor. 
  Labels are supplied in rolls, perforated, ready to print and heat seal . 
  Removable with re-application of heat @375-385F. 
 
Stock Sizes: 3”w x 1”h 2”w x 1”h 1.5”w x .75”h   
  (Uncut, no-Perforation is also available) 
              
Heat Seal Application Specifications: 
Temperature:   375-385F degrees 
Time:                  4-5 seconds, depending on fabric thickness 
Pressure:    25-28 lbs. of inter-platen pressure/platen square inch 
 
Exceeds Industrial Wash Test and Dry Cleaning  Parameters 
100X commercial wash cycles, AATCC  TM96 IVc. 
60X commercial dry-cleaning in solvent Perchloroethylene AATCC 158 

 Quick Seal Blank Label   

 

Quick Seal Heat Seal Labels 
for Fabrics/Apparel/Textiles 

Quality Heat Seal Labels for Textile Applications 

For samples or ordering labels, prices, or more information contact Amber@ipc-tags.com 
Customer Service:  817-714-8400 • Order Fax:  (817) 887-1725 • Corporate (972) 822-0934 

Printable Blank Labels  

Printable Labels (with ribbon) for  
Uniforms • Linens • Textiles • Clothing 
Formal Wear • Draperies • Costumes 

 1.5”w X .75”h 
LB-41575 

 3”w X 1”h 
LB-4031 

 2”w X 1”h 
LB-4021 


