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EZ Products Machines - Manual, Semi-Manual or Air Machines: 
 EzPress Basic & PopUpPress Basic - Manual or Pop Up models.  Top Heat Only.  

(Does not include EzWizard Software). 
 EzPress EzWizard & PopUpPress EzWizard - Manual or Pop Up Model.  Top 

Heat with Bottom Heat Optional. 
 Pneumatic Press EzWizard - Air Compressor Required - Top Heat with Bottom 

Heat Optional. 
 Optional Accessories:  Additional QuickChange Lower Platens, Heated  

Bottom Platens and 230 - 240 volt. 
 EzWizard Software:  Monitors the operation of the press and alerts the  

operator of a pending problem such as platen temperature too hot or cold.   
 Automatic Time & Temperature Control:  The lower platen will automatically 

adjust for thick or thin garments without manual platen adjustments.   
 EzCycle Extension:  Automatically occurs when labeling cold or damp fabric 

and adds power to the heater and adds the proper additional seconds of dwell 
time to insure the label is always applied properly. 

 Machine Dimensions:  8.5” H x 6” W x 11” D (closed). 
 Machine Weight:  EzPress 14 pounds.  PopUpPress 15 pounds. 
 Platen Sizes Recommended:  Mini 5:  1.5” x 3.75” for 99 up or Mini 7 2” x 3.75” for 

72 up size barcodes.  Other size available upon request. 
 One Year Warranty on all parts and labor.  30-day money back guarantee. 
 
HM 30 or PM 30 Series - Manual or Semi-Manual Machines: 
 HM indicates fully manual model.  PM indicates pop-up top platen. 
 Top Heat Only or Top & Bottom Heat, 110 or 220 Volt, 50/60 cycle. 
 Approximate weight 30 lbs.  Machine dimensions:  20” H x 10” W x 16 1/2” D.  
 Adjustable TIMER from 1 - 30 seconds.  Adjustable TEMP 100º to 450º F. 
 Slide on PLATEN COVER for bottom sponge pad. 
 6-month warranty on parts and workmanship provided by manufacturer. 
 
ES or DES-30 Series & ES or DES-40 Series Air Machines: 
 ES-30 - 40:  Single buck ANALOG machine.  ES-30 = 110 V, ES-40 = 220 V. 
 DES-30 - 40: Double buck DIGITAL machine.  DES-30 = 110 V, DES-40 = 220 V. 
 Top Heat Only or Top & Bottom Heat.  
 Approximate weight 72 lbs. single buck models, 108 lbs. double buck models. 
 Slide-on PLATENS for quick change bottom sponge pad and top Teflon. 
 Two “CYCLE START” mushroom push-buttons located on each side of the  

single buck machines or side and front of double buck machines.  (Buttons must 
be depressed simultaneously to start the cycle). 

 Red “EMERGENCY RELEASE” button releases sealing process. 
 1-year warranty on parts and workmanship provided by manufacturer. 
 
Digital models also include:   
 Operator lock-out feature, programmable cycle counter, LED air pressure  

display and self-diagnostic features to help locate malfunctions.   
 Footswitch assembly with touch-bar circuit platen guard sold separately. 
 
Optional: 
 Garment Tray:  Like an extra pair of hands!  Holds garments in place.  
 Mobile-Air Cart:  Portable Work Station with Air Compressor built in.  

We offer our clients one-stop shopping! 
IPC-Tags is a distributor for Texas Automation Products & EZ Products International. 
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